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WOODEN WORKS 
Sntcoduction 


The very latest methods of manufacture, supported by 100 years 
of experience, have made it possible for us to offer Woden Tools 
superior even to those upon which our world-renowned reputation 
has been built in the past. 

The Tools illustrated in this Catalogue are manufactured in our 
own factory which includes a Foundry, Steel Works and Laboratory, 
all of which ensure that the material, workmanship and finish leave 
nothing to be desired. 

It is our policy to offer quality Tools for the Craftsman and any 
constructive suggestions are always welcome. 
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This attractive Display Unit, constructed in timber and Plywood, cellulosed in four 
colours is designed to display a range of nine Woden Planes. 


it is supplied free of charge to approved stockists, the Planes only being invoiced 
at normal prices. 


It should be ordered under the reference W.P.9. 
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No. W78 


WODEN FILLISTER PLANE 





OFF-SIDE VIEW SHOWING NEAR-SIDE VIEW SHOWING 
DEPTH GAUGE & DISC INCISING TWO SUPPORTING RAILS AND 
CUTTER FULL LENGTH FENCE 


This is a multi-purpose tool, incorporating the following outstanding features : 


Adjustable fence is held rigidly in position by two supporting rails, which are 
readily removable. 


Rails and fence may also be fitted to the off-side of the plane body. 


Cutting iron may be used in central position for norma! work, or in forward posi. on 
making a Bull-Nosed Plane, and by also removing the fence and rails the Plane can 
be used for many purposes. 


A wooden knob is fitted in forward position of plane for providing a firm and 
comfortable grip when cutting iron is in normal position. 


An adjustable and substantial depth gauge, and hardened steel disc incising cutter 
are fitted to off-side of plane body. 


PRECISION GROUND FINISH on all faces of Body, ensure perfect squareness and 
smooth operation, 


All Bright Parts, and Screws, with the exception of the cutting iron, are heavily 
chromium plated and polished, thereby maintaining a high quality finish throughout 
the life of the plane. 
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SMOOTH PLANES JACK PLANES 


No, W4 No. W5 

Length 9” Cutter2” Weight 3} Ibs. Length 14” Cutter2” Weight 5 Ibs. 
No. W4C No. W5C 

Length 9” Cutter2 Weight 37 Ibs. Length 14” Cutter2” Weight 5 lbs. 
No. W44 No. W54 

Length10” Cutter 28” Weight 5 Ibs. Length 15” Cutter 23” Weight 6 lbs 
No. W44C No. W54C 

Length 10” Cutter28” Weight 5 Ibs. Length 15” Cutter23” Weight 6 Ibs 


C Denotes Corrugated Bases. 
The Body, Frog and Lever Cap are made from the finest quality grey iron castings. 


Both the SIDES and the BASE are PRECISION GROUND and are absolutely square 
one to another. 


Cutters are made from the finest Sheffield CRUCIBLE CAST STEEL, hardened and 
specially tempered. Each Cutter is precision ground and individually tested for 
correct hardness. 

The Lever Cap and Lateral adjusting lever are CHROMIUM PLATED. 


These Planes are made to the highest standards of British Engineering. 
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WODEN BENCH PLANES 





WODEN FORE AND JOINTER PLANES 


No. W6 No. W7 
Length 18” Cutter 22” Weight 8 lbs. Length 22” Cutter 28” Weight 8 Ibs. 12 ozs 


No. W6C No. W7C 
Length 18” Cutter 28” Weight 8 Ibs. Length 22” Cutter 28” Weight 8 Ibs. 12 ozs 


C—Denotes Corrugated Bases. 


The Body, Frog and Lever Cap are made from the finest quality grey iron castings. 
Both the SIDES and the BASE are PRECISION GROUND and are absolutely square 
One to another. 


Cutters are made from the finest Sheffield CRUCIBLE CAST STEEL, hardened and 
specially tempered. Each Cutter is precision ground and individually tested for 
correct hardness. 


The Lever Cap and Lateral adjusting lever are CHROMIUM PLATED. 


These Planes are made to the highest standards of British Engineering. 
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WODEN BLOCK PLANES 





NON-ADJUSTABLE DOUBLE ENDED NON-ADJUSTABLE 


No. W110 No. 130 
Length 7” Cutter 18” Weight 14 Ibs. Length 8 Cutter 18” Weight 1} Ibs. 


These Planes are very useful for all the many jobs that do not require a frequent 
adjustment of the Plane. They are made to the same high standard both as regards 
accuracy and finish as those illustrated opposite and are first class tools for either 
the craftsman or amateur. 


The No. W130 has two mouths and two cutter seats. The illustration shows 
the cutter in the usual position, but the Lever Cap and Cutter may be reversed 
to form a BULL-NOSE PLANE. 


eee 
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No. 105 
WODEN STEEL SASH CRAMP 





Bar Section Depth of Jaws 2} inches. 

14° deep 

tx” wide 
Bright Cold Drawn Steel Bars. Malleable Iron Fittings, finished Woden Blue. 
Bright Steel Screws and Handles. Bars fitted with Stop. 
Adjusting Jaws and Head, fitted with Supporting Feet. Solid Steel Pegs. 


Fitted with the WODEN redesigned 
and improved working slide. 


Reinforced H Section gives greater 
strength. 

Redesigned Cap gives improved 
distribution of thrust. 





When ordering Cramps state LENGTH OF BAR, not size Cramps take in 


Length of Bar 


To take in 


Weight 
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No. 104 
WODEN STEEL SASH CRAMP 





Depth of Jaws 2 inches. Bar Section 

14° deep 

}” wide 
Bright Cold Drawn Steel Bars. Malleable Iron Fittings, finished Woden Blue. 
Bright Steel Screws and Handles. Bars fitted with Stop. 


Solid Steel Pegs. Adjusting Jaws and Head, fitted with Supporting Feet. 


Fitted with the WODEN redesigned 
and improved working slide. 


Reinforced H Section gives greater 
strength. 


Redesigned Cap gives improved 
distribution of thrust. 











Length of Bar 24 30 36 42 48 inches 
To take in gies 18 24 30 36 42 ss 
Weight... ae 43 5} 53 6} 63 Ibs. 
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No. 114 
WODEN STEEL SASH CRAMP 





Depth of Jaws 2 inches. Bar Section 

1}” deep 

4” wide 
Bright Cold Drawn Steel Bars. Malleable Iron Fittings, finished Woden Blue 
Bright Steel Screws and Handles. Bars fitted with Stop. 


Adjusting Jaws and Head fitted with Supporting Feet. 


Fitted with the DEACON eail-slide 
Patent No. 736120 


This tail-slide incorporates a spring-loaded 
catch. When the catch is depressed the 
slide may be freely moved along the bar, 
the pin automatically selecting the next 
stop. The tail-slide is securely locked re- 
gardless of the angle at which the bar may 
be turned. 





When ordering Cramps, state LENGTH OF BAR, not size Cramps take in. 


Length of Bar 


To take in 


Weight .... 
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No. 115 
WODEN STEEL SASH CRAMP 





Bar Section Depth of Jaws 2} inches. 

14” deep 

ty” wide 
Bright Cold Drawn Steel Bars. Malleable Iron Fittings, finished Woden Blue. 
Bright Steel Screws and Handles. Bars fitted with Stop. 


Adjusting Jaws and Head, fitted with Supporting Feet. 


Fitted with the DEACON tail-slide 
Patent No. 736120 


This tail-slide incorporates a _ spring- 
loaded catch. When the catch is de- 
pressed the slide may be freely moved 
along the bar, the pin automatically select- 
ing the nextstop. Thetailslide is securely 
locked regardless of the angle at which the 
bar is turned. 





When ordering Cramps, state LENGTH OF BAR, not size Cramps take in, 











Length of Bar .... ....) 24 30 36 42 48 54 60 inches 
To take in ie ae 24 30 36 42 48 54 «i, 
WVGIONE Ss he cae 6 7 8 9 10 114 | 12 Ibs. 
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No. 112 
WODEN STEEL T-BAR CRAMP 


HEAVY PATTERN 





Depth of Jaws 23 inches. 
Diam. of Screw { inch. 


Rianne Ai bcmenDb ob aOheneaaaUe DEERE mane eRe en Uc letaieetonie 





Bar Section 
28” deep 
t’” wide 





These Bar Cramps are made from special Cold Drawn High Tensile Steel, and 
will not spring or bend in use. 


The top edges, or T, on which the Slides work, are accurately machined and 
polished bright to ensure free action. 


The Head and Slides are best malleable iron with polished bright edges, the Head 
being fitted with a supporting foot. Fitted with the WODEN redesigned and im- 
proved working slide as illustrated on page 10. 


When ordering Cramps, state LENGTH OF BAR, not size Cramps take in. 


Length of Bar 
To take in 
Weight 


Lengthening Bar :-— 
Weight .... s 


Length of Bar 
To take in 


Weight 


Lengthening Bar :— 
Weight .... “é 
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No. 113 


WODEN STEEL T-BAR CRAMP 


LIGHT PATTERN 





Depth of Jaws 2 inches. 
Diam. of Screw 3 inch. 





Bar Section 
1?” deep 
8” wide 





These Bar Cramps are made from special Cold Drawn High Tensile Steel, and 
will not spring or bend in use. 


The top edges, or T, on which the Slides work, are accurately machined and 
polished bright to ensure free action. 


The Head and Slides are best Malleable Iron with polished bright edges, the Head 
being fitted with a supporting foot. Fitted with the WODEN redesigned and im- 
proved working slide as illustrated on page 10. 


When ordering Cramps, state LENGTH OF BAR, not size Cramps take in. 


Length of Bar| 24 


To take in 
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No. 133 
WODEN QUICK ACTION CRAMP 





Bright Steel Bar and Screw, Wooden Handle, Malleable Iron Fittings. 
Screw fitted with Swivelling Cap. 


In the shorter bar lengths this tool is a handy quick action ‘G’ Cramp for wood- 
working use. 


In the longer bar lengths it serves as a quick action Sash Cramp. 


It can be strongly recommended as a Veneering Cramp and for purposes where a 
long reach over the work is required. 





Distance from 


Size | Bar Section | Barto Centre | Average Weight Length of Bar 
No. of Screw 
3 a” se oF 4" 24 Ibs. e, &, 10° 
5 14° x 54” 4} Ibs. 10" 542", 487,48" 
t 14” x 4” 8” 8} Ibs. 195.10" 


Longer bar lengths in each size may be ordered as required. 
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No. 126 
WODEN RIBBED ‘G’ CRAMP 


FOR LIGHT WOODWORKING SERVICE 





Sizes .... 2 3 4 § 6 8 inches 





"tin 2. Wo 4 84 teaches 


Malleable Iron Frames with Steel Screws and Handles. 
Fitted with Swivel Shoes which adapt themselves to any angle of grip. 
The 10 in.,12 in. and 14 in. sizes are fitted with a Tommy Bar (see illustration). 











To take in 6 8 10 12 ins. | 14 ins. 











Height to centre o 
Screw 








3} 34) 4 48, | Shs, 





Diameter of Screw 











Approximate weight 


64 | 8 lbs. | 12 Ibs. 








7 3 Z on Es» 
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No. 131 
WODEN EXTRA STRONG ‘G’ CRAMP 


ALL-STEEL, HEAVY DUTY 


i saat Sele habe oD the Be Bo Be tes Bee Be Bs Becta Bs ees th Be Bede Hoe 





This is a Heavy-Duty Cramp suitable for Coachmakers, General and Agricultural 
Engineering and Welding, etc. 


Ie has a steel Frame, Screw and Handle and is fitted with a Swivel Shoe for all-angle 
grip. 


To take in ee 8 10 12 14 16 18 20 22 ins. 
Height to centre 

of Screw si 4h 43 5 5+ 54 53 6 6 ins. 
Section _.... | 2% 412 «E) 2b «$125 « 4] 2b 81 29K EL 3 xk FL 3x Zins. 
Diameter of Screw 1 1 14 14 1; 14 1% | 1% ins. 
Weight... ee 11; 15 184 23 254 34 41 Ibs. 


EEE 
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No. 140 
WODEN LEVER FLOORING CRAMP 


WITH QUICK RELEASE 


Approximate Weight se 244 Ibs, 
With Draw Bar .... af 28 Ibs. 











With Draw .Bar Without Draw Bar 


(Supplied with or without Draw Bar.) Best Cast Iron Frame, Malleable Parts 
and Wrought Iron Lever. 


With the aid of a Draw Bar as illustrated, it is possible to Cramp Floors over a 
flush surface, also Floors over Joists fully bedded in concrete, etc., and it is also 
useful for getting the last board up. 


TO RELEASE pull back lever, press foot on tails of front pawls, and the Ram will 
be pulled back by the spring. Keep Ram well oiled underneath. 


To suit Joists 14 to 4 inches. 


—_—_— St ssessssesssnsnnsssssnmessssnenmsns 
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No. 138 
WODEN FLOORING CRAMP 





SHOWING 
DRAW BAR 
IN USE, 





@ QUICK RELEASE 


SUPPLIED WITH OR 
WITHOUT DRAW BAR 


To suit Joists 2 to 4 inches. 
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No. 138 
WOODEN FLOORING CRAMP 


WITH QUICK RELEASE 


This Cramp is made from Best Malleable Iron. 


Pawls are manufactured of Mild Steel, all parts being interchangeable 
and easily replaced. To suit 2in. to 4in. Joists. 


With the aid of a Draw Bar, which can be supplied, it is possible 
to Cramp Floors over a flush surface, also floors over joists fully 
bedded in concrete, etc., and it is also useful for getting the last 
board up. 


TO USE.—The Lever is held right back, and the knob is depressed 
this action releases the Ram which immediately returns to a position 
ready for use. The Cramp is then pushed with a forward motion 
on to the Joist where the dogs will automatically grip. The Lever 
is then pulled forward and the boards will instantly begin to close 
up. The Lever can be actuated until the desired pressure is 
obtained. 


TO RELEASE.—Pull the Lever forward and at the same time 
depress knob, which action releases the MILD STEEL pawls holding 
Ram in position. The Cramp will then leave the Joist freely. 


Approximate weight, 16 lbs. ; or with Draw Bar 22 lbs. 


—_—_—_——————————— 
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Top Action 


No. 142 
Side Action 


Malleable Iron Construction. 


To suit joists ... 14 to 6 inches 


THE STEEL NUT & JOSEPH HAMPTON LTD. : WODEN WORKS : WEDNESBURY : ENGLAND 


22 





WODEN JOINERS’ TOOLS 


No. 215. WODEN BENCH STOP 
Zinc Alloy Body. Steel Spring and Screw. 
Weight, 6 oz. 





No. 215 


No. 187A. WODEN SAW SHARPENING VICE 


Best Cast Iron. With Malleable Iron Lever. 
Jaws 8h inches wide. 


Will take Saws up to, and including 6 inches wide. 
Weight, 5 Ibs. 





No. 221A. WODEN BENCH HOLDFAST 
Malleable Iron Arm and Shoe. Steel Screw and Handle. 





No. 221A 


Size No. an 0 1 2 3 4 


SS | 





Size of Pillar...) 10 x 3 12 x § 14x 1 16 x 14 | 18 x 1} inches 


S—— LS | fe 


Weight vas 23 44 6 84 12 Ibs. 


sss 
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WODEN JOINERS’ TOOLS 





No. 233 cRAMP HEAD 


Best Cast lron. Mild Steel Screw and Handle. To suit Planks 1 inch. Weight 2} Ibs. 
(Boxed) 








TYTIVITIT Tih 


SESRS RS 


$34 


FUTEETELTEELE TE ER Mihi 









No. 151 BENCH SCREW 


With Malleable Split Collar and Nut. 














Length ae sas sie 16 18 20 inches. 
Diam. of Screw so sed 1 14 1+ 
Weight (approx.) vee a 4} 8 94 Ibs. 





EL  ———————————— 
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NEW CORNER CRAMP S 


No. C801 


Of Solid Construction in 
best quality Grey Iron, 
finished in Woden Blue. 


Working surfaces accur- 
ately machined. 


‘ 


Steel Screws and Handles 


Furnished with two 
mounting holes _ for 
screwing to the bench. 


Cramping capacity 4} in. 


Overall dimension from 
a to b, 13 inches. 





Weight ... 6lbs. 


The open design makes it possible to nail and glue joints under Cramping pressure. 
In addition to its function as a mitre framing Cramp, this tool has many uses as a 
general purpose bench cramp and is a useful jig for the pattern maker. 


No. C800 Corner Cramp. 


Constructed in best quality Grey a 
Iron, finished in Woden Blue. 


Furnished with two mounting holes 
for screwing to the bench. 


Cramping capacity 2 in. 
Overall Dimension atob..... 8 in. 
Weight .... 2 Ibs. 





eee eee 
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No. 189 
WODEN WOODWORKERS’ VICE 


WITH IDEAL QUICK ACTION 





Patent applied for. 


The feature of the ‘IDEAL VICE’’ is the entirely new method of operating the 
quick action. The screw is carried in eccentric bearings, and a half-turn of the 
handle in an anti-clockwise direction disengages it from the nut. 


As there is no trigger in which fingers can be pinched this Vice is especially 
recommended for SCHOOLS and TECHNICAL COLLEGES, but Carpenters 
and Pattern-makers will also find the new action a great improvement. 











Number Width of Jaws Extent of Opening | Approximate Weights 
189/1 7 inches 8 inches 16 Ibs. 
189/1A 8 ” G 2 ,, 
189/2 a vs TS 49 20 
189/3 103 ., 1D is 33 





U0 == = = 20 Oe EE 
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No. 189B 


WODEN WOODWORKERS’ VICE 


WITH INSTANTANEOUS GRIP 





Whilst the ‘‘ideal’’ Vice illustrated on the opposite page is a revolutionary advance 
in design, there is still a demand for the old quick action type illustrated above, 


In both these models Bodies and Jaws are of best Cast Iron and they are fitted 
with detachable Malleable Iron Nuts and Polished Steel Slides. 





Number Width of Jaws Extent of Opening | Approximate Weights 
1 7 inches 8 inches 18 Ibs. 
2 o ss 3 « 36 ,, 
3 103 ,, 7 ww 41 
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No. 189A 


WODEN WOODWORKERS’ VICE 


PLAIN SCREW 





This model is similar in all respects to the 189B Vice illustrated on Page 27, except 
that it has no quick action. In place of this it is fitted with a plain screw oper- 


ating in a solid detachable nut. 


Number Width of Jaws Extent of Opening |Approximate Weights 


7 inches 8 inches 
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No. 192 


WODEN LIGHT WOODWORK VICE 


RE-DESIGNED AND STRENGTHENED 





This Vice is of similar construction to the 189A Model illustrated 
on the opposite page, but is both cheaper and lighter as it is intended 


for less heavy work. It is in great demand by the home craftsman. 


Width of Jaws: 7 inches. Extent of Opening : 63 inches. 
Approximate Weight : 10} Ibs. 


PACKED IN A BOX 
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WODEN WOODWORKERS’ VICES 







No. 194 


THE CADET 


No. 194A 


TABLE VICE 


No. 194—THE CADET 


A small, sturdy Vice, designed for the amateur craftsman. Easily fitted to bench. 
Steel Slides, Screw and, Handle. 


(NOTE : The SLIDES of this Vice are SCREWED into the front plate before being 
riveted.) 


Width of Jaws: 6in. Opening: 44 in. Weight: 62 Ibs. 
PACKED IN A BOX 


No. 194A—TABLE VICE 


This Vice is similar to the ‘‘Cadet’’, with the addition of a Clamp to enable it to 
be more quickly fitted to a bench or table. 


Will clamp on to boards 3” to 2}” thick. 


Weight : 8} Ibs. 


me 
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No. 180 
WODEN TUBE VICES 


= 
= 
: 
= 





SELF-LOCKING HINGED TUBE VICE 


Malleable Iron Frame with Steel Screw. Jaws are made from carefully hardened 
Tool Steel. The Frame is reversible so that the Vice can be used either right 
or left hand. All parts interchangeable. 











Size No. on me 0 1 2 3 4 5 
To grip Tubes ..| & to 1” | 400 14" | § to 2” | § to 24” | § to 34” | § to 44” 
Weight (approx.) .... 4 5 8 10 18 25 Ibs. 
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No. 201 


= 
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Malleable Iron Frame with Steel Screw and Handle. Jaws are made from carefully 
hardened Tool Steel. The Frame is reversible, enabling Vice to be used either 
right or left-hand. The massive construction of the WODEN ‘“‘VIKING”’ VICE 
makes it pre-eminent for use by heating and electrical engineers. The design of 
the Jaws makes it possible to hold all kinds of irregular shapes without difficulty. 
The Jaws being much wider than ordinary Hinged Vices gives added gripping 
surface and will hold tubes rigidly without crushing. 

The “‘VIKING”’ VICE is more costly than other Tube Vices of the same capacity, 
but the increased STRENGTH and ADAPTABILITY will be found worth the extra 
expenditure. 

The illustrations show a valve, an elbow, a piece of 4 in. and a piece of 2 in. tube, 
all held equally well. 


Capacity 


$ in.—2¢ in. 
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TUBE VICES 


No. 182 


No. 182 and 182A Malleable Iron Body. 






oe i 





























Mild Steel Screw and hardened Tool Steel Jaws. ee 
LIGHT PATTERN No. 183 
Size No. re san 1 1A 2 
To grip Tubes skia * ta 1° $ to 1}” + ¢0. 2° 
Weight (approx.) :— 
@. 41020 kc eat 5 84 16 Ibs. 
No. 182A .... -_ a4 8+ 1S is 


No. 183 
Cast Iron Body. Mild Steel Screws and hardened Tool Steel Jaws. 


HEAVY PATTERN 


Size No. 


To grip Tubes | & to 12” | } to 2” | ¢ to 3” 


Weight (approx.) :— 14 25 
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No. 179 


WODEN UNBREAKABLE COMBINATION VICE 





This Vice has the Jaws offset to enable large diameter pipes to be held in an upright 
position 


The Jaws of the Tube Vice are of special quality hardened steel. The Back Jaw of 
the Tube Vice is fixed and set behind the Vice Jaw above it. The Front Tube Jaw is 
detachable. By removing the Front Jaw the full vertical depth from the parallel 
jaws to the screw is available when used as a mechanics’ Vice. 





No. Jaws Opening To take Tubes Weight 
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No. 197A 
WODEN PORTABLE AND COLLAPSIBLE VICE STAND 





WODEN No. 197A VICE STAND is an improved Tripod Stand of great strength 
which is easily portable. 


The unique feature of this Stand is the metal floor which gives the Stand exceptional 
stability and affords a firm foothold. 


The extending leg enables the Stand, when collapsed, to stand erect. 


Fitted with Overall 


: To take Approx. 
eee iss Tubes Weights 


No. 180/4 





ee ———————————— — ——— 
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No. 197B 
WODEN PORTABLE AND COLLAPSIBLE VICE STAND 


FITTED WITH COMBINATION VICE No. 179 





WODEN No. 197B ALL STEEL VICE STAND is an improved Tripod Stand of 
great strength which is easily portable. The unique feature of this Stand is the 
metal floor which gives the Stand exceptional stability and affords a firm foothold. 
The extending leg enables the Stand when collapsed to stand erect. Top of Stand 
drilled to take Vice as shown or sideways. 


Stand To take Approx. Overall 
fitted with] ViC¢ 48S] Tubes | Weight | Height 


No. 179 | 44 inches 
Vice Offset 


$}to3ins.| 67 Ibs. 42 inches | 30 inches 
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No. 186B 


WODEN MECHANICS’ VICE 


IMPROVED 





The great strength and rigidity of this Vice resulting from the careful design and 
accurate Machining accounts for its extreme popularity. Fitted with an unbreakable 
Nut, the Slide can be withdrawn from the Body for cleaning and oiling without 
removing the Vice from the Bench. 


The hardened Steel Jaw Plates are completely interchangeable, the Screw is of 
best quality Mild Steel, and the Body and Slide of close-grained Cast Iron. 





Number Width of Jaws | Depth of Jaws ona a. 
00. —«|_-2kinches | tf inches | finches | Sh lbs. 
1 - : ae 34 132 » 
2 ae 22 0 a gs 19 
3 4 «4 24 4 43 30 Cl} 
a a, ¢) ale ok it 42 ,, 
5 > ts 3 6t yaa 
6 6 » 3B on 7% 66 
7 ae St os 7t 68 ,, 
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No. 186B 


WODEN MECHANICS’ VICE 


WITH SWIVEL BASE 





These Vices can be swivelled through a complete circle and locked in any position 








Number Width of Jaws | Depth of Jaws ons a i a 
~ @0S | 2g inches | 1§ inches | 2% inches | 84 Ibs. 
es | m& ws % 2 13% 5, 
[ae 18 , 2 . 3k, 214 ,, 

2S 38 at 4 ws 26% ,, 
me See x: 43 ,, 43, 
4s 4t ,, 28 ,, sh, 55 ,, 
| @8 | 8 w _ 6}, 68% ,, 
| hike 5 38, Th 824 ,, 
we | ¥ , 38, x 854, 
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No. 186S 


WODEN UNBREAKABLE VICE 


WITH PLAIN SCREW 





Improved, with separate Detachable Nut and Deepened Base. VWVYODEN un- 
breakable Castings, fitted with Hardened Steel Detachable Jaws, Steel Screw and 


Handle. Unbreakable in use. 


Approximate 


Number Width of Jaws} Depth of Jaws Opening Weights 





ee —————————  ————— 
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No. 186S 
WODEN UNBREAKABLE VICE 


WITH SWIVEL BASE PLAIN SCREW 





These Vices can be swivelled through a complete circle and locked in any position. 


Extent of Approximate 
Number Width of Jaws | Depth of Jaws Opening Weights 


4 inches 24 inches 
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No. 186E 


WODEN FITTERS’ VICE 


WITH INSTANTANEOUS GRIP 





WODEN FITTERS’ VICES combine the features of the Mechanics’ Vice with Quick 
Action. Special attention has been paid to the accuracy of machining and quality 
of finish. The Steel Jaw Plates are made from WODEN Special Steel, correctly 


hardened ; they are renewable and interchangeable. 


Number Width of Jaws | Depth of Jaws pel gic er a 


3} inches 2% inches 44 inches 


5 
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No. 186E 
WODEN FITTERS’ VICE 


WITH SWIVEL BASE INSTANTANEOUS GRIP 





These Vices can be swivelled through a complete circle and locked in any position 








: Extent of Approximate 
Number Width of Jaws | Depth of Jaws Opening Weight 
5S 3+ inches 2% inches 44 inches 424 Ibs. 
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No. 190 
WODEN UNBREAKABLE VICE 


WITH INSTANTANEOUS GRIP 


ANVIL 





WODEN UNBREAKABLE VICES No. 190 are especially suitable where a heavy 
duty Vice is required. Fitters and Filers will find the WODEN unbreakable Vices 
of exceptional strength and specially designed for Engineers’ use. The Jaw Plates 
are secured by bolts from the back of the slide head and body head, thus giving 
easy accessibility for maintenance and interchanging. 





Approximate 


Number Width of Jaws | Depth of Jaws Opening Weights 
7A 44 inches 3 inches 52 inches 44 Ibs 
8 oS a SF GS w 68 ,, 
8A 6 ww 44 ,, a 90 ,, 
9A hn i 44 Ci, 2° <a 100 ,, 
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No. 190 
WODEN UNBREAKABLE VICE 


WITH SWIVEL BASE INSTANTANEOUS GRIP 





These Vices can be swivelled through a complete circle and locked in any position 





Number Width of Jaws | Depth of Jaws ‘one eee 
7A S 44 inches 3 inches 5? inches 534 Ibs 
8 Ss 5} ” 3} ” 6 ” 814 ” 
8A s 6 a) 4} ” 7 LA 1074 Lad 
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No. 190A 


WODEN UNBREAKABLE VICE 


WITH PLAIN SCREW 





YWODEN UNBREAKABLE VICES No. 190A are specially suitable where a heavy 
duty Vice is required. Fitters and Filers will find the WODEN unbreakable 
Vices of exceptional strength and specially designed for Engineers’ use. The 
Jaw Plates are secured by bolts from the back of the slide head and body head 


thus giving easy accessibility for maintenance and interchanging. 





Approximate 


Number Width of Jaws | Depth of Jaws Opening Weights 
7 44 inches 34 inches 5 inches 46 Ibs 
8 oe as 6 « Gt 
8A 6 % 4% tows 4 
9A ke 44, Se « 100 ,, 
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No. 190A 
WODEN UNBREAKABLE VICE 


WITH SWIVEL BASE PLAIN SCREW 





These Vices can be swivelled through a complete circle and locked in any positicn 





Number Width of Jaws | Depth of Jaws an be uae 
7S 44 inches 3% inches 5 inches 554 Ibs. 
8S St 1» 32 6 » 744 ., 

8A S 6 4t 7 ow» 101 ,, 
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SWIVEL BASES FOR WODEN VICES 





Swivel Bases can be supplied to suit Woden Vices Nos. 186B, 186S, 186E, 190 and 
190A, 


When ordering a Swivel Base for a Vice previously purchased it is advisable to send 
the Vice to the Woden Works for fitting. Alternatively the base can be supplied 


undrilled if the owner has the facilities for drilling and tapping the holes for fitting 


Woden Swivel Bases are made of best Cast Iron, with Steel Screws and Nuts 


supplied. 


PLEASE STATE VICE REF. No. AND SIZE WHEN ORDERING 


eS 
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No. 95 
WODEN MACHINE VICE 





The improved ** WODEN "’ Machine Vice No. 95 has been designed to fill the 
long-felt need for a good, strong Vice at a reasonable price. 

It is primarily intended for use on Drillers, Shapers and Milling Machines, on jobs 
which do not warrant the use of an expensive precision Tool, and yet require a 


STURDY, SERVICEABLE VICE. 


Long life and satisfaction are ensured by virtue of its construction. The Body 
and Slide are made from a special aluminium alloy, scientifically heat-treated after 
casting, with the result that this Vice is practically 


U NBREAKABLE 


and much stronger than if it were made of Cast Iron. 


The Screw is accurately machined, and works in a floating Steel Nut, and all parts 
are interchangeable. 


sss 





Width Depth Size Distance 
Size of of Opening of Between arg 
Jaws Jaws Base Bolt Centres B 
1 Ca 14° a 104" x 3” 9° 5 Ibs. 


sls 


a 
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WODEN FLOOR VICE 





No. 100/2 


SPECIFICATION 


Approximate 
Width of Jaws Opening of Jaws Weight Height 


12 inches 10 inches 1,000 Ibs. 32. inches 
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STATE VICE NUMBER WHEN ORDERING REPLACEMENTS 


“"WODEN’”’ VICE JAW PLATES are made from finest quality Steel, and are 
carefully hardened and tempered. This composite metal prevents chipping and 


cracking. 


To suit Vice No. 


186B 00 
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Width of Jaws To suit Vice No. Width of Jaws 


2+ inches 186E 5 3+ inches 
2 ns 6 


34 


44 inches 


4 inches St ws 
- 190A 8A 6 
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The Steel Lugs (shown straight in illustration above) bend round the Vice Jaws 
as shown in illustration below) to secure the Grips and fit any Bench Vice. 





FINEST VULCANISED FIBRE ON RUSTPROOF PLATED GRIPS 


No Vice is complete without a pair of these Fibre Jaws. Slipped on and off instantly 
for handling delicate work. 


Made to fit Vices with width of Jaws :— 
2}" 24” 3” 33” 33” 33” 4” 4i° 44° 5” 53" 6” 7 
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WODEN PORTABLE VICE STANDS 


No. 195 


This Stand is made in suitable strength tor 
any Vice, and is for use in confined spaces 
among Machines, Lathes, etc. 


Top of Table ees .. 18 x 19 inches 
Height of Table —_- —. 30 inches 
Weight nik fren - 3aqrs. 14 Ibs. 


A Rack for holding Eight Files forming a 
Tray for holding small articles is fitted. The 
Base serves as a Shelf. 





No. 196 


This Stand is especially suitable for a corner 
position. It is popular, fitted with a No. 186B/2 
Parallel Mechanics’ Vice with 34in. Jaws. The 
Stand, however, is very strong and is quite 
suitable for a much larger Vice if required. 


Top of Table _.... a -- 174 X 184 inches 
Height of Table sia ... 30 inches 
Approximate Weight .... «ws. 3 gre. Olbs. 
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No. 191 
WODEN LATHE CARRIERS 


IMPROVED 


aye ON ~) “on 


aApbeb eee! 





Best Malleable tron Body, Steel Screw with hardened point, 


Inside size 


Weight 


Inside size 


Weight 





i 
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No. 239A 


WODEN LIFTING JACKS 


SHORT LIFT JACK 





Cast lron Body and Head, fitted with Mild Steel Screw. 





No, To Lift Helgnt when Range of Lift | Approximate 
Down Weight 
1 2 tons 7 inches Ts oie 
1A Bas, ya 1. 3, 
a 4 8 at, 1% « 
2A Sn Si x 3 ; wo . 
3 eS  .. 34, 16, 
ie | S és 0 4, St iv 20} a 
a 10 O: « 3t 25} i 
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WODEN *‘TOWER’’ JACK 
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WODEN ‘‘TOWER’’ JACK 


COMPLETE WITH LEVER 


This Jack was specially designed and patented to meet the demand 
for a Lifting Jack which, while having a MINIMUM HEIGHT when 
down, has an EXTENSIVE LIFTING RANGE. 


The principle of construction is that of a right and left hand screw, 
the body being revolved by means of a ratchet simultaneously 
operating both screws which are fitted with stops to prevent them 
working out when raised to their fullest extent. 


One of the principal features of this tool is that the Cap adjusts 
itself to any unevenness of the ground or work to be raised, to the 
extent of 1} in. to the foot, thus ensuring the weight being dead 
central and also preventing any skidding of the Jack when in use. 


The screw holes on the base of the Jack serve to attach it to the 
Traversing Base as shown on the opposite page. This base is made 
of the best Malleable Iron and is fitted with a Steel Screw working 
the saddle to which the Jack is attached, the screw being operated 
by a detachable and reversible ratchet lever. 


The length of the traverse is 12 in. and it raises the height of the 
Jack by 13 in. ; 


LN 








Height Height Approx. 
Size when Tested to when fully | Lifting Approx. Weight 

down raised Range Weight of Base 
No. 2| 8} in. 12 Tons 20 in. | 10in. 36 Ibs. | 56 Ibs. 

















nnn nS ss 
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Nos. 240 & 240A 
WODEN LIFTING JACK 





Circular Head. Oval Head. 
No. 240 No. 240A 


Cast Iron Body and Head, fitted with Mild Steel Screw. 
Round Steel Lever Rods supplied, if specified. 











Height when Approximate 
No. To Lift Down Range of Lift Weight 
0 14 tons 12 inches 7 inches | 10 Ibs 
1 Bes Be 2 » | Be 
me Se ee ee TS Ee eo 
3 foi ay 18 ti % - 23} Ibs. 
4 | Bs 7? 4 ngs | Babs 
5 | o aa 153 ,, 40 Ibs 
6 Rs 4 cd. ee 
7 | 10 ,, 7 -y, 144, 51 Ibs 
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Nos. 229 & 229A 


WODEN LIFTING JACKS 





Round Head Crutch Head 
No. 229 No. 229A 


Cast Iron Body, Mild Steel Screw fitted with Cast Iron Cap. 
Round Steel Lever Rods supplied, if specified. 


Height 


when down | Diameter | Diameter Range of | Approx. 


of Screw Weight 





—————————L LL Sse 
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YIGCE DISPLAY 


WOD 





STANDS 





FS.8. FLOOR STAND CS.4. COUNTER STAND 


Height .... mm oe Height 274” 

Floor Space .... 20” x 16” Counter Space ... 10” x 10” 
Weight ... 20} Ibs. Weight .... 6} Ibs. 

Folds Flat for Export. Displays one of each size 186B Vices 


Displays one of each size 186B Vices No. 00 to No. 2 inclusive. 


No. 00 to No. 6 inclusive. 


These stands are supplied free to customers who regularly stock and sell WODEN 


VICES. Constructed in Steel, finished Silver. 


(aaa, 
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Printed in England by 
JOSEPH WONES LTD. 
West Bromwich. Staffs. 


